1254x89 mm
(710x3.5 In)

Frame: Die cast aluminum
Impeller: Thermoplastic PBT, V-0
Ambient Temperature Range: - 100 ~ +/0C

Operating Voltage Range: Rated Voltage +10%
Bearing: Sleeve or Ball
Motor Structure: AC shaded-pole Motor

Motor protection: hermal Protected

Termination: Terminals or Lead wire 310+ 15mm

Package: 2000g / PC, 6PCS / CIN
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Safety Voltage Freq. Current Air Flow Pressure

Std. (V) {Hz) {A) (CFM)  (in-H20)
P1255MET UL 115 | 50/60 | 0.22/0.23 | 23/26 | 14001600 | 450/520 | 0.27/0.31 | 53/55
P1259MBL UL 115 | 50460 | 0.22/0.23 | 23/26 | 1400/1600 | 450/520 | 0.27/0.31 | 53/55
FP2259MBT UL 230 | 50450 | 0.15/0.13 | 30/30 | 1400/1600 | 450/520 | 0.27/0.31 | 53/55
P2259MBL UL 230 | 50450 | 0.15/0.13 | 30030 | 14001600 | 4500520 | 0.27/0.31 | 53/55
P1259HBT UL 115 | 50460 | 0.55/0.62 | 63/72 | 2100/1900 | 700/630 | 0.35/0.31 | 60/58
P1259HBL UL 115 | 50/60 | 0.55/0.62 | 63/72 | 2100/1900 | 700/630 | 0.35/0.31 | 60/58
FP2253HEBT UL 230 | 50/50 | 0.26/0.3 | 56/60 | 2100/1200 | 700/630 | 0.35/0.31 | 60V5E
P2259HBL UL 230 | 50450 | 0.26/0.3 | 56/60 | 2100/1900 | 700/630 | 0.35/0.31 | 60Va8
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